
Eurika®Thix series

Our Eurika®Thix grades are a range of micronized amide 
wax additives intended for use as a rheological additive in 
sealants, mastics and adhesives and particularly those based upon 
cross-linkable polyether-silanes.

Eurika®Thix offers several key advantages that enhance 
performance and usability:

Improved viscosity control
Eurika®Thix provides excellent shear-thinning behavior, meaning the sealant maintains high 
viscosity at rest but flows smoothly under shear stress, allowing for easy application.

Stronger structural integrity 
Eurika®Thix enhances cohesion and consistency, improving the mechanical strength  
of the sealant once cured.

Enhanced sag resistance
It helps prevent sagging or running, ensuring better stability when applied on vertical or 
overhead surfaces.

Better storage stability
It prevents settling or phase separation during storage, maintaining a uniform and reliable 
formulation over time.

Optimized workability 
The thixotropic properties allow for precise bead control during application, reducing waste and 
ensuring a cleaner finish.

Compatibility with polymer systems
Eurika®Thix is chemically stable with polymer sealants, ensuring long-term performance 
without affecting adhesion or curing properties.
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TYPICAL PROPERTIES

Eurika®Thix 5090 Eurika®Thix 5390

Particle size D50 4 to 6 µm 4 to 6 µm

Particle size D90 < 30 µm > 30 µm

Melting point 124 - 128°C 118 - 126°C

Recommended  
addition level

0,5 to 2,5% 0,5 to 4%

These benefits make Eurika®Thix an essential 
additive for achieving high-performance polymer-
based sealants, particularly in construction, 
automotive, and industrial applications 
where durability and ease of use are critical.


